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DRIVEWAY
TYPICAL SECTION

DRIVEWAY SIDE SLOPES:

TO 1700 VEHICLES PER DAY ON STATE ROUTE USE 3:1 SLOPE
(OR 6:1 SLOPE WHERE PRACTICABLE).

QVER 1700 VEHICLES PER DAY ON STATE ROUTE USE 6:1 SLOPE
(OR FLATTER WHERE PRACTICABLE)

NOTE =
RECOMMENDED WIDTH OF DRIVEWAY - 20’

% IN ORDER TO MINIMIZE THE USE OF 6:1 SLOPED END PIPE SECTIONS ON NEW
CONSTRUCTION AND WHERE POSSIBLE ON EXISITING ROUTES. THE LOCATION OF
DRAINAGE PIPE _SHOULD BE BEYOND THE CLEAR ZONE DISTANCE AS SHOWN 1IN
TABLE 3.1 OF THE 1988 EDITION OF “ROADSIDE DESIGN GUIDE”

GENERAL NOTES:

NO PART OF THE DRIVEWAY EXCLUDING TAPERS SHALL BE CONSTRUCTED BEYOND THE
PROPERTY FRONTAGE.

SURFACING SHALL BE AS SHOWN ON THE PLANS OR PERMIT.

LENGTH OF PIPE SHALL BE DETERMINED BY DEPTH AND LOCATION OF DITCH. (MINIMUM

32" LENGTH OF MINIMUM 15" DIAMETER PIPE), SEE PLANS.

THIS DRAWING ILLUSTRATES DRIVEWAY DETAILS FOR MINIMUM SITUATIONS. TRAFFIC
VOLUMES, SAFETY CONSIDERATIONS., DRAINAGE CONSIDERATIONS, LOCAL REQUIREMENTS.
ETC.. MAY DICTATE MORE EXTENSIVE IMPROVEMENTS THAN [LLUSTRATED.
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